BARK MULCH 2 INCH DEPTH
DO NOT COVER CROWN OF
SHRUB/TREE

PLANT 1 INCH HIGHER THAN
SURROUNDING SOIL IN WATER BASIN

FOR TREES, ADD 4 INCH PERFORATED
PVC WITH OPEN GRATE CAP. LOCATE
IRRIGATION BUBBLER IN TUBE AND

WATER BASIN——— FILL WITH DRAIN ROCK

3 INCH TALL
EARTH BERM

FINISH OF SURROUNDING GRADE

~~——  1:1 SLOPE, MAX.

L&
)Y
4N FERTILIZER TABLETS
(SEE TREE PLANTING DETAIL)
/.
Ve > BACKFILL MIX

(SEE TREE PLANTING DETAIL)

+6"(15 GAL)

DEPTH OF ROOTBALL
+4"(1&5 GAL)
|-

SET ROOTBALL FIRMLY ON
PLANT HOLE DIAMETERS: UNDISTURBED OR COMPACTED
1 GAL: 1'-6" NATIVE SOIL
5 GAL: 2'-0"
15 GAL: 3'-6"
24" BOX: 4'-6"

NOTES:
1.  OMIT WATER BASIN AND BARK MULCH IN TURF AREAS. CLEAR 18 INCH RADIUS OF TURF AROUND TREE TRUNK.

2. THE CURRENT STANDARD DETAIL AT THE CITY ENGINEERING DIVISION SHALL PREVAIL.

3. SEE TREE PLANTING DETAIL FOR STAKING INFO.

4. THIS DETAIL TO BE REFERENCED, PER CITY STANDARD DETAIL LSD-11, FOR TREE PLANTING IN A
VEGETATED BIOSWALE.
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